
ALL STEEL MACHINE VICES 



Your Guarantee against breakage is to use Victoria Vices, which with Bodies of Drop Forged 
Steel, are designed to withstand the modern requirements of higher speeds and heavier cuts 
imposed by present-day Machine Tools. 


L 


There are no better machine vices made that will give such long life; having more than twice 
the tensile strength of cast iron. 















“Victoria” ALL STEEL Machine Vices are the answer to a 
great need in industry for a high-class tool of this kind. 

They are designed to give :— 

Greater Opening of Jaws 
Absolute Accuracy 
Greater Depth of Jaws 
Maximum Rigidity 
Minimum Height 
Greater Strength 
and Maximum Life 

“ Victoria” ALL STEEL Vices will outlast other machine vices 
many times over. 

Only an ALL STEEL vice can give unfailing service under modern 
operating conditions. 

Designed for present-day higher speeds and heavier cuts. 

Victoria ALL STEEL vice bodies will never break, and will 
outlast all others. 
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ACHINE VICES 

i 6 Width of Jaw 



f our Steel Machine Vices returned 
Droken body. 


The Jaws are of high-grade steel hardened and precision ground. 

Coolant Channels are provided on fixed and swivel-base types 
to control Coolant. 

The Top Slide runs on long prismatic vee guides with provision for 
adjustment which prevents any possibility of lift when the 
work is gripped. 

The Top Slide completely encloses the main screwand nut, preventing 
entry of dirt or swarf. 

The Vice Screw is an accurately-cut Acme thread of high-grade steel 
and runs in a specially-designed phosphor-bronze nut located 
in the base. 

The Swivel Base is accurately graduated in degrees on an 

angular face which facilitates easier reading than is possible when 
readings are on a vertical face. It can be fitted to the plain-base 
model in a matter of seconds, thereby converting it to a swivel-base 
vice. 

Thus “Victoria” ALL STEEL Vices can be used either as 
plain or swivel-base models at will. 



O i 20, 




VICTORIA PRECISION ALL STEEL VICES 




SPECIFICATION 


WIDTH OF JAWS 

Opening of jaws .. 

Bolt centres, plain base 
Length of swivel base 
Bolt centres, swivel base 
Depth of jaws 

Total height of vice 


Net weight 


Code word 


(Plain 
i Swivel 
f Plain 
i Swivel 
i Plain 
( Swivel 


3i" 

88 mm. 

A 1 " 

1 14 mm. 

6" 

3F 

88 mm. 

4T 

121 mm. 

6" 

9f" 

240 mm. 

1113 // 

1 1 1 6 

299 mm. 

16" 

81" 

209 mm. 

I0f" 

273 mm. 

13" 

w 

181 mm. 

Q3// 

T 4 

248 mm. 

Ilf" 

1 5 " 

1 1 6 

33 mm. 

If" 

35 mm. 

2" 

2|" 

66 mm. 

3-jV' 

86 mm. 

3r 

3J" 

96 mm. 

5" 

128 mm. 

cil// 

3 1 6 

20 lb. 

9 kg. 

43 lb. 

19 kg. 

70 lb. 

28 lb. 

13 kg. 

61 lb. 

27 kg. 

108 lb. 

VICDP 

VICDP 

VICBX 

VICBX 

VICIB 

VICSK 

VICSK 

VICNY 

VICNY 

VICYR 


152 mm. 

152 mm. 
406 mm. 
329 mm. 
298 mm. 
51 mm. 
98 mm. 
144 mm. 
32 kg. 
48 kg. 
VICIB 
VICYR 


1. SWIVEL BASE. 

2. ALL STEEL VICE BODY. 

3. ALL STEEL MOVING JAW. 

4. LEADSCREW BRACKET. 

5. VICE JAW PLATES. 

6. SCREWS FOR JAW PLATES. 

7. SCREWS FOR LEADSCREW BRACKET AND 

SECURING WASHER. 

8. HANDLE. 

9. LEADSCREW 


10. NAME PLATE AND RIVETS. 

11. GROUND ADJUSTING SLIDE FOR VICE BODY. 

12. ADJUSTING SCREWS FOR SLIDE. 

13. PIN FOR LEAD SCREW. 

14. COLLAR FOR LEADSCREW. 

15. SECURING WASHER FOR NUT. 

16. PHOSPHOR BRONZE NUT. 

17. NUTS FOR SWIVEL BASE. 

18. WASHER FOR SWIVEL BASE. 

19. BOLTS FOR SWIVEL BASE. 


M 

OO >8 


All dimensions, weights, etc., are approximate only and illustrations are not binding as to details as we are constantly improving designs 


Manufactured by VICTORIA MACHINE TOOL CO. LTD 
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Printed in England 
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H YDROVICE 

• (Patented) 

HYDRAULIC MACHINE VICE 

Made in England 

Available as plain or swivel base vices 


The “Victoria” Hydrovice has been produced to 
keep in step with the very much greater power 
available on modern machine tools, especially 
horizontal and vertical milling machines. The 
Hydrovice will allow full use of high speeds, and 
feeds, together with a tremendous gripping power 
for heavy cuts. 

Instantaneous release of the work piece is pro¬ 
vided for, thus making a very great advance in the 
important factor of time saving. 

With the Hydrovice two or three movements of 
the pump lever and a grip is obtained that is con¬ 
siderably in excess of that obtained with air- 
operated, screw action and similar vices. The 
HYDROVICE has been tested to a pressure 
exceeding 18,000 lbs. per sq. inch. There is no 
crank handle to get in the way, which is so often the 
case with other vices. 

The Hydrovice is quite portable inasmuch that no 
external power such as compressor or similar 
apparatus is required. The moving jaw is fitted 
with a felt wiper to prevent damage by entry of 
swarf. Fully ground cast steel jaws are fitted as 
standard, but jaws of special shape either hard or 
soft can be supplied. 

Leather cup washers are used in the pump and 
ram cylinders while synthetic rubber oil seals and 
“O” rings are fitted to the pump cam-shaft bearings 
and release valve. 

All stressed parts such as the camshaft, pump 
cylinder and piston are hardened and ground to 
tolerances of .0002 in. (.005 mm.) to ensure long 
life and ease of working. 


Every component of the Hydrovice is manu¬ 
factured with the aid of jigs to ensure complete 
standardisation and interchangeability. 

The slideways of the jaw are of 60° vee formation, 
scraped to ensure smooth operation and provided 
with an adjustable gib. 

A filter is provided in the hydraulic circuit to 
ensure cleanliness, and is so disposed to filter the 
oil at every stroke of the pump. 

The reservoir is provided with two air vent holes 
and a gravity controlled valve mechanism, which 
prevents oil leakage should the vice be tilted. 

OPERATING 

The pump lever which is furnished with a rubber 
grip, is removable and can be used on either side 
of the vice at varying angles. Place the pump lever 
on its spindle, insert the work between the jaws, 
close the jaws onto the work by up and down 
movements of the lever. When the jaws are closed 
on the work, a further one or two movements of 
the lever will ensure a very firm grip. 

To release work, a gentle pressure of the valve 
knob towards the vice, and the jaw slides back 
instantly. This can be arrested at any point by 
closing the valve, which is held in the closed position 
automatically by a spring. A thumbscrew is 
incorporated in the valve which acts as a safety 
device, and by screwing this home to the face of 
the housing, prevents the valve lever being pushed 
accidentally forward, thus allowing the moving jaw 
to slide back and so release the workpiece. 


SPECIFICATION 

Max opening of jaws 

Width of jaws 

Depth of jaws 

Pressure on jaws up to . . 

MODEL No. 20 

MODEL No. 25 

3 £" 80 mm. 

5 " 128 mm. 

1 -{-f" 45 mm. 

14,000 lbs. 5,600 kgs. 

6 " 152 mm. 

5 " 128 mm. 

1 -L 2 * 45 mm. 

14,000 lbs. 5,600 kgs. 

Overall width of vice 

Height of vice (plain) 

Height of vice (swivel) . . 
Overall length (plain) 

8 ±" 210 mm. 

4 ¥ 122 mm. 

6 j" 174 mm. 

15" 381 mm. 

8 £" 210 mm. 

4 |" 122 mm. 

6 J" 174 mm. 

18^" 470 mm. 

Pump lever 

Net weight, plain base .. 
Net weight, swivel base 
Codeword Plain Base 

Swivel Base 

12" long 355 mm. 

68 lbs. 31 kgs. 

98 lbs. 44 kgs. 

VICTY 

VICLA 

12" long 355 mm. 

85 lbs. 38 kgs. 

105 lbs. 49 kgs. 

VICTF 

VICTO 


All dimensions, weights, etc., are approximate only and illustrations are not binding as to details as we are constantly improving designs. 
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DAVID DEWITT 
DONALD DEWITT 

TOOL AND EQUIPMENT COMPANY 


2847 E. ELEVENTH STREET, LOS ANGELES 23, CALIF., ANGELUS 2-8282-2-7561 




PRICE LIST 

ENGINEERING EQUIPMENT MANUEACTUTED BY B. ELLIOT & CO. Ltd. 


VICTORIA ALL STEEL MILLING MACHINE VISES 


Jaw Width 

3 1/2" 

4 1/2" 

6" 

Max. Opening 

3 1/2" 

4 3/4" 

6" 

Price 

Plain Base 

$70.00 

$87.50 

$125.00 

Swivel Base 

90.00 

110.00 

150.00 


VICTORIA HYDROVISE 


Jaw Width 

5" 

5" 

Max. Opening 

3" 

6" 

Min. Opening 

0" 

3" 

Price 

Plain Base 

$235.00 

$300.00 

Swivel Base 

260.00 

335.00 

3 inch block 


22.50 

VICTORIA ROTARY MILLING TABLES 

Diameter 

10" 

15" 

Height 

4 1/2" 

5 1/4" 

Weight 

8# 

200# 

Price 

$650.00 

$950.00 

Power unit for 15" 

350.00 


VICTORIA HORIZONTAL AND VERTICAL DIVIDING HEAD 
Complete with 6 1/2" inch Geared Scroll Chuck 
Price $495.00 





EXCEL ROTARY TABLES 

Diameter 10" 12" 15" 

Height 4 1/2" 4 5/8" 5 1/2" 

Weight 90# 130# 207# 

Price $180.00 $240.00 $385.00 

EXCEL HEAVY DUTY SWIVEL BASE VISE 

Width of Jaws 7 1/4" 9 1/4" 10 1/2" 

Price $135.00 $147.50 $200.00 

All Prices F.O.B. Warehouse Los Angeles, California 


July 1, 1955 











































































































